STANDARD/GUIDELINE/ADDENDIIM ANALYSIS SHEET 


RECOMMENDATION TO BOARD OF DIRECTORS FOR APPROVAL TO PUBLISH PROPOSED 

STANDARD/GUIDELINE/ADDENDUM 


1. STANDARD NUMBER & TITLE: BSR/ASHRAE Addendum t to ANSI/ASHRAE Standard 62-1999 

Ventilation for Acceptable Indoor Air Quality 

2. CHAIR: Andy Persily 

3. COGNIZANT TC: 4.3 - Ventilation Requirements and Infiltration 

4. PUBLIC REVIEW DATES: August 11, 2000 - October 10, 2000 

5. COMMENTS RECEIVED: 9 comments from 8 commenters 

6. UNRESOLVED COMMENTS: 5 unresolved comments from 5 commenters 

7. PC APPROVAL VOTE: 12-1-0-4 

8. STDC APPROVAL VOTE: TO BE VOTED IN ATLANTIC CITY 

9. PURPOSE: 

This addendum replaces Section 5.11. In so doing, it clarifies and codifies requirements for drain 
pan design, carryover from cooling coils, access for inspection and cleaning, and requirements 
related to the proper application of humidifiers and water spray devices within the air distribution 
systems. Recognizing that liquid water within air distribution systems increases the likelihood of 
microbial growth, the requirements in this addendum seek to prevent standing water in drain 
pans, limit water droplet carryover, and minimize stagnant water in humidifier and water spray 
sumps. 

Finned-tube coils collect dirt and can thereby promote microbial growth. Coil surfaces can be 
cleaned, but proper cleaning depends upon coil depth, fin spacing and fin geometry. Since coil 
depth, fin spacing and fin geometry combine to determine coil pressure drop, this coil pressure 
drop can be used as a measure of the relative difficulty of coil cleaning. To assure cleanability, 
this addendum limits coil pressure drop rather than the depth of finned-tube coils. The following 
table shows typical pressure drops for various coils and is included to assist with evaluation of 
the addendum requirements, but it is not part of the addendum itself. 
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Source: https://www.industrydocuments.ucsf.edu/docs/kqxj0001 




